
C
H

E
M

IC
A

L 
FE

E
D

 S
Y

ST
E

M
S

K4-24 SERIES DRIVES
DIGITAL AC VARIABLE FREQUENCY DRIVE
Designed to meet the demanding requirements 
of chemical feed systems.
FEATURES
•	 Multiple	inputs	and	outputs	to	interface	to	

SCADA	or	PLC
•	 Horsepower	1/8	to	1	HP
•	 Input	

	 -	115/230	VAC,	1ph,	50/60	Hz	
Output	
	 -	230	VAC,	3ph

•	 200%	Starting	Torque
•	 Digital	Display	with	LED	Status	Indicators

BENEFITS
Saves Time
Easy	to	Install	and	Simple	to	Operate.
Does	not	require	commissioning.

Motors Last Longer
Proprietary	software.
Provides	overload	protection,	prevents	motor	burnout	and	
eliminates	nuisance	tripping.	UL	approved	as	electronic	overload	
protector	for	motors.	

Energy Saving
Uses	only	the	power	the	application	requires.	
Replacing	constant	speed	with	variable	speed	will	significantly	
reduce	energy	costs.

Economical to Use: Indoors or Out
Eliminates	secondary	enclosures.	
No	holes	to	drill,	no	switches		
to	install.	No	need	to	de-rate		
drive	for	high	starting	torque		
applications.

GFCI Software allows	the		
equipment	to	operate	with		
Ground	Fault	Circuit	Interruption		
circuit	breakers	or	outlets.
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FLOMOTION K4 SERIES DRIVES ENGINEERING SPECIFICATIONS

DIMENSIONS

•	 Wall	mount	with	LED	display
•	 Integral	8	button	keypad
•	 Forward/Reverse	capability
•	 NEMA	4X	enclosure
•	 Integral	Power	Disconnect	(opt.)

•	 Remote	or	manual	speed	control	input	
(4-20mA,	DC	voltage	or	frequency)

•	 Start/Stop	control	input
•	 Local/Remote	Select	input
•	 Tubing	Rupture	Fault	input
•	 Pump	Running	output	(running/
stopped)

•	 Speed	Feedback	output	(4-20mA)
•	 Status	output	(auto/manual)
•	 Fault	output

Enclosure

Interfacing

K4-24 Drive

Ratings

Model Ratings Net	
Wt.	

HP.	(kW) Amps (lbs)

K4-24 1,	(0.75) 3.6 5.9

115/230 VAC 1-Phase Input 
230 VAC 3-Phase Output

5.86
149

Max Depth

208
8.20

9.53
2428.85

225

0.31
7.97

5.51
140

5.06
129

2X ø 7.0
2.530.275
64.4

3*2*

4* 1*

Model KB4-24 contains mounting holes for standard 1/2” liquidtight �ttings. The recommended mounting 
screw size is 1/4” (M6).

*Tighten the four enclosure cover screws, in the sequence shown, to 12 in-lbs (14 kg-cm).

0.2754X ø 7.0
0.30
7.372X 25.4

1.00 2X 

7.25Max. Depth:
184

8.50
216

9.25
235

9.80
249

3*

181 7.55
192

7.15
2*

4* 1*

Models KBDA-27D, 29, 45, 48 contain two mounting holes for standard 1/2” liquidtight �ttings and one mounting hole for
standard 3/4” liquidtight �tting. The recommended mounting screw size is 1/4” (M6).
*Tighten the four enclosure cover screws, in the sequence shown, to 12 in-lbs (14 kg-cm).
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