
· NEMA 4X, IP65 Front

· Universal 85-265 VAC or 12/24 VDC Input Power

· Large Dual-Line 6-Digit Display, 0.60” & 0.46”

· Programmable Displays & Function Keys

· 2 or 4 Relays + Isolated 4-20 mA Output Options

· RS-232, RS-485 Serial Communication Options

· Modbus® RTU Communication Protocol Standard

· Display Rate & Total at the Same Time

· Rate in Units per Second, Minute, Hour, or Day

· Total, Grand Total or Non-Resettable Grand Total

· Password Protection for Total Reset

· 9-Digit Totalizer with Total Overfl ow Feature

· Total Stored in Non-Volatile Memory

SENSOR FEATURES

SENSOR SPECIFICATIONS

INDICATOR / TOTALIZER SPECIFICATIONS

· Simple design - only two moving parts

· Low fl ow capability

· Measures pulsating fl ows

· Economical cost

· Non-metallic body & gears

· High resolution pulse output

· Low pressure drop

· Compact size

· Horizontal or vertical mounting

· Materials of Construction: 

     - Body: PPS

     - Gears: PPS   

     - Shafts: SiC

     - O-Rings: Viton

· Flow Ranges:

     Model OF05ZZT-AO: 1 to 15 GPH

     Model OF10ZZT-AO: 6.0 to 90 GPH

· Accuracy: ± 1.0% of reading

· Repeatability: 0.1%

· Viscosity Range: 1-1000 CPS

· Max. Temperature: 160 oF

· Max. Pressure: 150 PSI @ 70 oF

· K-Factor:

     Model OF05ZZT-AO: 0.46 ml / pulse

     Model OF10ZZT-AO: 2.5 ml / pulse

· Pulse Output: Square Wave

· Recommended Strainer: 200 Mesh

· Cable Length: 18 Inches

LOW FLOW POSITIVE DISPLACEMENT 

FLOW MEASUREMENT SYSTEM

AT SERIES

Compact AT Series sensor 
fi ts easily into tight spaces

The remote indicator displays fl ow rate  

and total fl ow. Features include alarm 

relays and a large bright LED display.

AT Series sensor with cover removed 

showing fl ow measuring chamber.
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Shown here with an optional 
200 mesh in-line fi lter.
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